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Technical data

Typology :
Approval certificates :

Length electrical supply cord (cm)

Traditional
CE, VDE
150

Required niche size for installation (HxWxD)

418mm x 676mm x 264mm

Net weight (kg) 8.97C
: Electronic
AR R (m3/h) 630
Boost position output recirculating (m3/h) : 310
TR S Kl A (m3/h) 300
Boost position air extraction (m*/h) 730
Number of lights 2
e #8503 (dB) 6€
Diameter of air outlet (mm) 120 / 15C
Grease filter material : Washable aluminiumr
Odour filter Nec

Optional accessories : DHZ5316

DHZ5605, DSZ4681, DSZ4683
Type of lamps used :

Total power of the lamps (W)
Grease filter type :
Connection Rating (W)

HE (V)

Frequency (Hz)

Plug type

Material body :
Approval certificates :
Plug type

DWZ1IX1B6, DWZ1IX1Ce
LET

2

Kassette

271

3

220-24C

5C

GB plug
Stainless steel
CE, VDE

GB plug

Dimensions of the product, with chimney (if exists) (in)

/ X x

Dimensions of the packed product (in) : 19.88 x 35.82 x 14. 37

Net weight (1bs)
Gross weight (1lbs)
Motor location :

No-return airflow flap :

Length electrical supply cord (cm)

2C
29

Integrated motor in hood body

Yes
150

Dimensions of the product, with chimney (if exists) (mm)

418 x 700 x 300

Dimensions of the packed product (HxWxD) (mm) :

Net weight (kg)
Gross weight (kg)

505 x 910 x 365
8.97C
13.C
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